
Videojet 1510 Inkjet Printer

With the Videojet® 1510 adapter kit for G3, Zünd is able to offer a convenient, versatile solution for marking and coding a wide 
variety of materials.

This small-character continuous inkjet prin-
ter from Videojet® can be integrated per-
fectly with a G3 adapter kit and controlled 
with GTK software. Adapting this print option 
for G3 cutters makes it possible to combine 
cutting and marking in the same production 
phase. The ink jet printer is suitable for mar-
king materials with printed characters and 
barcodes.

Applications for this marking tool are varied 
and numerous, including product tracking & 
tracing, optimization of logistics, and quality 
control.

Designed for multi-shift operation, the Video-
jet® 1510 requires remarkably little mainte-
nance.

The system uses high-quality inks that offer 
good adhesion and dry quickly without relea-
sing toxic fumes.

For more information on the Videojet® 1510 
Ink-Jet Printer, please visit www.videojet.eu 
or www.videojet.com.
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Benefits at a glance

Flexible printing/marking system that offers consistently sharp print quality.

Very high print speeds.

Different types of inks available from Videojet® for printing on wide range 
of materials.

Inks available in various colors.

Suitable for printing at any angle.

Videojet® 1510 preventive maintenance required only every 9,000 hrs.
Simple replacement of microchip-enabled ink cartridges.

Details

Only available for G3 M-1600/XL-1600/M-2500/L-2500/L-3200.

G3 integration optimized for Videojet® 1510 Ink Jet Printer.

Adapater kit includes all components required for operating the Videojet® 
1510 on the G3 cutters specified above.

GTK Tex Pro Software & driver for the Videojet® 1510 recommended.

Linear barcodes:
UPC A&E, EAN 8 and 13, Code 128 A, B and C; UCC/EAN 128, Code 39, 
Code 93, Interleaved 2 von 5

Datamatrix-Codes:
10×10, 12×12, 14×14, 16×16, 18×18, 20×20, 24×24, 34×34

Character height: from 2 mm/.079“ to 8.2 mm/.323“

Requires firmware vers. 1.48 or higher
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